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A\ Warning: When the measured voltage is greater than 600V, The instrument cannot be used for
measurements in CAT Il, CAT lll and CAT IV environment

I. Overview

UT8802E is a manual range, benchtop digital multimeter that features 19999 display counts, large LCD
screen with backlight, full scale overload protection and a unique design. This instrument can be used to
measure AC and DC voltage, AC and DC current, resistance, frequency, capacitance, transistor, hFE,
diode (LED), SCR, continuity, etc.

This manual contains relevant safety and warning information. Please read the contents carefully and
strictly follow all warnings and cautions.

Il. Inspection of open box

Open the packing box and take out the instrument. Please check if the following items are deficient or
damaged. Please contact your supplier immediately if any item is deficient or damaged.

User Manual (CD-ROM) 1 pc
Test leads 1 set
Alligator clip 1 set
Power cable (AC 220 V) 1 pc
Software application CD 1 pc
USB interface wire 1 pc

lll. Safety rules

This instrument strictly follows the EN 61010-1: 2010, EN 61326: 2013, RoHS, pollution grade Il safety
standard, CAT Il 600V.

A Unplug the power cord when the instrument is not in use.

A\ Note: In the case that the instrument is not used in accordance with the operation instructions, the
protection provided by the instrument may be weakened or lost.
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CLEANING
Be sure meter is turned off and wipe with a clean ,dry lint-free cloth.
Do not use abrasive cleaners or solvents

Power cord | Ngme Description Rating Approval NO.
specification:
CORD HO5VVF 3X0.75mm? 300/500V 116006
PLUG XR-T002 16A 250~ 40036455
CONNECTOR XR-W002 10A 250~ 40040244

1. Before using the instrument, please check if there is any item which is damaged or behaving abnormally.
If any abnormal item is found (such as: test lead bared, housing case damaged, LCD broken, etc.),
please stop using the instrument. It is strictly prohibited to use an instrument without shell cover.
Otherwise, there is a danger of electric shock.

2. If the test lead has been damaged, it must be replaced with the one of the same type or the same
electrical specification.

3. When measuring, do not touch exposed wires, connectors, unused inputs, or the circuits being measured.

4. When measuring the voltage higher than 60 V dc or 36 Vrms, remember not to exceed the finger baffle
plate position on the test lead in order to prevent electric shock.

Before each use, verify operation by testing a known working circuit that is within the rating of this unit.

5. If the range of the voltage to be measured is unknown, the maximum range should be selected and
then gradually decreased.

6. Never input voltage and current which exceeds the rated range indicated on the instrument housing.

7. Before switching the function knob to select the test range, make sure to disconnect the test probes
with the circuit to be tested. It is strictly prohibited to turn the function knob during the measurement in
order to avoid damages to the instrument.

8. Do not use or store the instrument in high temperature, high humidity, flammable, explosive and strong
magnetic field environments.

9. Do not change the internal circuit of the instrument in order to avoid the damage to the instrument and
user.

10. After the measurements are finished, the power supply should be turned off. If the instrument is not
used for a long time, please unplug the power cord.
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